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…field bus communication: Encoders with CANopen or CANopenLift interface. The absolute encoders Multiturn Sendix 5868 / 5888 with CANopen or CANopenLift interface and optical sensors are the right encoders for…
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…/ 5878 with CANopen interface and optical sensors can be used in all CANopen applications. Distributed over 360Â°, the maximum resolution is 16 bits. These encoders are available with blind…
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M12 Connector plug with cable Kuebler M12 Connector plug with cable M12 Connector plug with cable M12 Connector plug with cable M12 Connector plug with cable M12 Connector plug with…
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…V DC 5…18 V DC 5…30 V DC 10…30 V DC 5 V DC 5…24 V DC 8…30 V DC [“Push-pull”,”https:\/\/howlandtechnology.com\/wp-content\/themes\/Nebula-Child\/assets\/images\/products\/kuebler\/badges\/z4002_PushPull-HTL_logo_sw.png”] [“TTL \/ RS422″,”https:\/\/howlandtechnology.com\/wp-content\/themes\/Nebula-Child\/assets\/images\/products\/kuebler\/badges\/z4000_RS422-TTL_logo_sw.png”] [“SinCos”,”https:\/\/howlandtechnology.com\/wp-content\/themes\/Nebula-Child\/assets\/images\/products\/kuebler\/badges\/z4004_SinCosOutput_logo_sw.png”] [“Open Collector”,”https:\/\/howlandtechnology.com\/wp-content\/themes\/Nebula-Child\/assets\/images\/products\/kuebler\/badges\/z4001_OpenCollector-NPN_logo_sw.png”] [“ATEX \/ IECEx…
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…% ±0,02 % 12…30 V DC 5 V DC 9…30 V DC 10…30 V DC 15…28 V DC 5…24 V DC 8…30 V DC 15…30 V DC M12 connector axial…
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…in. LCD, QVGA, color 1.54 in LCD, 240×240 pixel, color Yes No CANopen, J1939 CANopen 2 Analog, 2 Frequency 5 Analog, 3 Frequency 16 8 4 3 4 – 2.0…
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IS60 2-Dimensional CANopen The IS60 inclinometer is used for the acquisition of a tilt angle in the measuring range ?85?. Due to its high robustness and protection up to IP69k,…
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STW5 Steering Wheel OEM Controls HMS7, Single axis Joystick Factory programmable output: proportional within 0-10V, 4-20 mA, ratio metric, or absolute configuration Short circuit and reverse polarity protection on board…
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…expansion module provides accurate control of up to 5 fingertip joysticks, or can be used to add additional digital and analog I/O to any CANopen* based control system. It is…
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