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…in. LCD, QVGA, color 1.54 in LCD, 240×240 pixel, color Yes No CANopen, J1939 CANopen 2 Analog, 2 Frequency 5 Analog, 3 Frequency 16 8 4 3 4 – 2.0…
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…as well as its wide temperature range from -40?C to +80?C, it is excellent for, among other uses, outdoor use in mobile automation. Kuebler IN88 1-Dimensional SAEJ 1939 The IN88…


							

											

				

			
					
				
					

						
						Draw Wire Encoders
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C60 Draw-wire encoders – suitable for the harshest environments. Thanks to an extremely robust construction, high protection class IP69k and wide temperature range from -40?C to +85?C, the new C60…


							

											

				

			
					
				
					

						
						Servo Motor Encoders
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…design for optimum functionality in the servo motor. Wide temperature range from -30 to +120Â°C â€“ specially designed for use in servo motors. Special plug concept for fast and problem-free…


							

											

				

			
					
				
					

						
						CAN I/O Modules
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…expansion module provides accurate control of up to 5 fingertip joysticks, or can be used to add additional digital and analog I/O to any CANopen* based control system. It is…


							

											

				

			
					
				
					

						
						Joysticks
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…remote mount Number of Micro Switches: 1 Mechanical Options: Mounted center detent, Friction hold, Uni-or Bi-directional operation HJS7, Multi-axis joystick Temperature rating: -40 to 70ºC Side & axial load maximum:…
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Morton Grove, IL 60053
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