Specifications Installation and Operating Instructions

LED Digital Panel Meters

LED Display, DC Ammeters
FEATURES

» Available in easy to read RED, BLUE or GREEN LED
» Builtin shunts

The DLA20-DCA Series utilizes an on-board shunt to provide
a digital read out of the monitored dc current.

SPECIFICATIONS ORDERING INFO
DISPLAY PART NUMBER METER COLOR METER INPUT
gumeral Size: ﬁ7 (S|9.4 mm)OI dicis blank DLA20-DCA-R-T oo RED 199.9uA
verrange: three lower order digits blan NeAR.
Supply Voltage: 5-40Vidc, 10-51 mA DLAZO-DCAB T BLUE 199.9A
INPUTS DLA20-DCA-G-T...covveveeviveinee . GREEN L 199.9pA
Input Ranges: 199.9pA, 1.999mA, 19.99mA DLA20-DCA-R-2...cccvvvviviin RED 1.999mA
199.9mA, 1.999A, 19.99A DLA20-DCA-B-2 BLUE ..o 1.999mA
PF&?}ESECI\)GANCE 0.2% FS DLA20-DCA-G-2....oviiiiie, GREEN ... 1.999mA
Sampling Rate: 2.5 per second DLA20-DCA-R-3.....oivvviniinnns RED ..o, 19.99mA
ENVIRONMENT DLA20-DCA-B-3....oiviie BLUE. ..o 19.99mA
Operating Temperature: -10t0 50 °C DLA20-DCA-G-3 GREEN 19.99mA
Max Humidity: 95% (non-condensing) DLASODCARA D 19'9 omA
CONNECTION 4 terminal T e TR '
DLA20-DCA-B-4.....covevvriiinn, BLUE ... 199.9mA
DLA20-DCA-G-4......c.cvevveennn. GREEN ..o 199.9mA
DLA20-DCA-R-5...ccviiivciin, RED ..o 1.999A
DLA20-DCA-B-5......coovviveiciiin BLUE. ..., 1.999A
DLA20-DCA-G-5.....cvveviireien, GREEN ..o 1.999A
DLA20-DCA-R-6
DLA20-DCA-B-6
DLA20-DCA-G-6......ccovevevene. GREEN ...ooooviviiiireecee 19.99A
ACCESSORIES INCLUDED
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LED Digital Panel Meters

LED Display, DC Ammeters
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Low-Side Shunt Connections for
5-40Vdc Non-Isolated Supply Models
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Low-Side Shunt Connections for

Models Using Two Power Supplies
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Low-Side Shunt Connections for

Models Modified for 36-75Vdc Non-Isolated Power
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o) 0, ST rated operating supply range is -5 to +40Vdc. However, DLA20-
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st |© ok by removing (opening) jumper J3. Also, all models - including
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INFOWRRE only be connected in low-side, grounded-shunt applications.
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