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HST-57 Series
Analog MeterHST-57N
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Accuracy: ±2.0% full scale value

Color: Black case and white dial scale

Pointer: Knife-type, black

 Frequency (Hz) meter measuring ranges: 45-65, 45-55, 55-65Hz
 Rated Voltage:  120V, 240V
 Accuracy:          ±2.0% full scale
 

AVAILABLE RANGES

CROSS-REFERENCE

Consult Hoyt for other measuring ranges and scales

 

Taut Band Movements

H11018

FEATURES

HST-57W Equivalent to Yokogawa (YCA) Horizon Series 251-1, 255-5 

              

Size: 1.5", 4 Stud Surface Mount
with removable black band

Measuring Ranges:
Moving Coil Type:                                          Rectifier Type:

HST-57N Equivalent to Yokogawa (YCA) Stylist Series 260-1 

              

HST-57WHST-57N

4 Stud Surface Mount
with removable black band

Window Mount, No Mounting Studs 
No black band

SURFACE
MOUNT

WINDOW
MOUNT

#10-32

#4-40 STANDARD

#10-32



DIMENSIONS
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HST-57 Series
Analog Meter

H11018

All Dimensions in mm - For Reference Only
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WINDOW MOUNT PANEL CUT-OUT

All Dimensions in mm - For Reference Only

ALL DIMENSIONS IN MILLIMETERS


